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KABLO TEKNIK TANIMLAMALARI

Harmonize Kablolar
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1. Tip

H : Harmonize tip

2. Beyan gerilimi
03:300/V
05:300/500V
07:450/750V

3.Yalitkan malzeme

V :PVC

V2: PVC+90°C

V3: Duslk sicakliklarda yalitiimis kablolar

icin PVC bilesigi

B : Etilen-Propilen kaucuk

E :Polietilen

X : Caprazlanmis polietilen

R :Kaucuk

S : Silikon kauguk

4. Dis kihf malzemesi

V :PVC

V2:PVC+90C

V3: Duslk sicakliklarda yalitiimis kablolar
icin PVC bilesigi

V5: Yaga karsi dayanikli 6zel PVC

R :Kauguk

N : Polikloropen
Q : Poliliretan

J :Cam elyaf orgi
T :Tekstil orgu

5. Ozel karekteristikler

C4: Orgli bakir ekran

H : Ayrilabilir yassi kablo

H2: Ayrilamaz yassi kablo

H6: 3 veya daha fazla damari olan yassi kablo
H8: Spiral kablo

. lletken tipi

: Yuvarlak tek iletken

: Rijit yuvarlak iletken, orgulu

: Sabit tesisatlar i¢in bikilgen iletken

: Bukulgen kablolar icin yuksek bukulgenli iletken

: Ekstra bukulgen iletken

: Pamuk ipligi veya benzeri malzeme lizerine
helisel biciminde sarilmig orgu iletken

: Kaynak kablolarinda kullanilan bikilgtn iletken

: Kaynak kablolarinda kullanilan yiiksek
bukulgenli iletken
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7. Damar sayisi
....Adet

8. Koruma iletkeni

X :Yesil/Sari damarin olmadigi durum
G : Yesil/Sari damarin oldugu durum
9-lletken kesiti

mm?

TEKNIK BiLGi ve TABLOLAR

CABLE TECHNICAL DEFINITIONS

Harmonized Cables
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1. Basic type

H :Harmonized type

2. Rated Voltage
03 : 300/300V
05 : 300/500 V
07 : 450/750 V

3. Insulation Material
V : PVC

V2 : PVC+90°C

V3 : PVC cold-flexible

: Ethylene-propylene rubber
: PE Polyethylene

: XPE crosslinked PE

: Rubber

: Silicone rubber

O/ XMW

4. Outer/Inner sheat material

V : PVC

V2 : PVC+90°C

V3 : PVC cold-flexible

V5 : PVC with enhanced
oil resistance
:Rubber
:Chloroprene rubber

: Polyurethane

: Glass fibre braid
:Textile braid
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5. Special features

C4 : Copper screen braiding

H : Flat cable separable

H2 : Flat cable, not separable

H6 : Flat cable, not separable, for lifts
H8 :Helical/spiral cable

6 Conductor type
U :Single wire

R : Multi-wire

K :Fine wire (static)
F :Fine wire (flexing)
H : Superfine wire

Y :Tinsel wire

D :Fine wire core for
welding cable

E : Superfine core
for welding cable
7 Number of cores

.. No of cores

8 Protective conductor
X :without protective conductor
G :with protective conductor

9 Conductor cross-section
in mm2






